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Ideal placement is 
24˝ to 36˝ from the
front edge of fixture to
the surface you are
lighting.
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SYSTEM
Yoke-mounted compact fluorescent wall
wash fixtures with several mounting options
offer complete adjustability. Reflector
design provides even unscalloped
illumination with no glare.
UL/CUL/CE Damp Location listed.
U.S. Patent #5,142,459

SPECIFICATIONS
Yoke-mounted fluorescent wall washer for
use with PL, Quad, Biax & T-8 lamps.The
fixture is extruded aluminum with attached
ballast compartment finished with TGIC
polyester powder coating.The formed
reflector is high-purity aluminum (99.9%)
with 95% reflectance. Knobs at yoke provide
complete adjustability.

OPTIONS
Ballast 120 HPF Electronic (Standard)

277 HPF Electronic 
Dimming (Some models) -DM
Emergency (Some models) -EPP

Finish White (Standard)
Custom -Custom

Mounting Yoke (Standard)
For additional mounting, 
see Accessories page IS-10M.

Reflector Diffuse Silver (Standard)
White -W

Lens Mini Lens -ML

Louver Parallel Blade Louver -LV

Model No. A** B Lamp
113 PLWW-SY 8-3/4˝ 8-7/8˝ 13 watt PL
213 PLWW-SY 18-1/4˝ 18-3/8˝˝ (2) 13 watt PL
126 QDWW-SY 8-3/4˝ 8-7/8˝ 26 watt Quad
226 QDWW-SY 18-1/4˝ 18-3/8˝ (2) 26 watt Quad
126 TTWW-SY 8-3/4˝ 8-7/8˝ 26 watt Triple Tube
132 TTWW-SY 8-3/4˝ 8-7/8˝ 32 watt Triple Tube
142 TTWW-SY 8-3/4˝ 8-7/8˝ 42 watt Triple Tube
226 TTWW-SY 18-1/4˝ 18-3/8˝ (2) 26 watt Triple Tube
232 TTWW-SY 18-1/4˝ 18-3/8˝ (2) 32 watt Triple Tube
242TTWW-SY 18-1/4˝ 18-3/8˝ (2) 42 watt Triple Tube
118 BXWW-SY 12-1/4˝ 12-3/8˝ 18 watt Biax
127 BXWW-SY 14-1/4˝ 14-3/8˝ 27 watt Biax
139 BXWW-SY 18-1/4˝ 18-3/8˝ 39 watt Biax
140 BXWW-SY 24-1/4˝ 24-3/8˝ 40 watt Biax
150 BXWW-SY* 24-1/4˝ 24-3/8˝ 50 watt Biax
155 BXWW-SY* 24-1/4˝ 24-3/8˝ 55 watt Biax
239 BXWW-SY 36-1/4˝ 36-3/8˝ (2) 39 watt Biax
240 BXWW-SY 48-1/4˝ 48-3/8˝ (2) 40 watt Biax
250 BXWW-SY* 48-1/4˝ 48-3/8˝ (2) 50 watt Biax
255 BXWW-SY* 48-1/4˝ 48-3/8˝ (2) 55 watt Biax
440 BXWW-SY 96-5/16˝ 96-7/16˝ (4) 40 watt Biax
450 BXWW-SY* 96-5/16˝ 96-7/16˝ (4) 50 watt Biax
455 BXWW-SY* 96-5/16˝ 96-7/16˝ (4) 55 watt Biax
124 T-5WW-SY 24-1/4˝ 24-3/8˝ 24 watt T-5 HO
139 T-5WW-SY 36-1/4˝ 36-3/8˝ 39 watt T-5 HO
154 T-5WW-SY 48-1/4˝ 48-3/8˝ 54 watt T-5 HO
224 T-5WW-SY 24-1/4˝ 24-3/8˝ (2) 24 watt T-5 HO
239 T-5WW-SY 36-1/4˝ 36-3/8˝ (2) 39 watt T-5 HO
254 T-5WW-SY 48-1/4˝ 48-3/8˝ (2) 54 watt T-5 HO
454 T-5WW-SY 96-5/16˝ 96-7/16˝ (4) 54 watt T-5 HO
132 T-8WW-SY 48-1/4˝ 48-3/8˝ 32 watt T-8
232 T-8WW-SY 96-5/16˝ 96-7/16˝ (2) 32 watt T-8
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* Magnetic ballast not available.
** Use this dimension for continuous rows with joiner brackets.

NOTE: Standard T-5 lamps are available for: 2´ fixtures, replace the “24” with “14”
3´ fixtures, replace the “39” with “21” 4´ fixtures, replace the “54” with “28”
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